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●Air Compressor 
 
●C.N.C. Machine Tools 
 
●Fabricating Equipment 
 
● Fluid Forming Press 
   
● Industrial Machinery 
 
●Machine Tools 
 
●Profilers 3 and 5 Axis 
 
●Routers: Pin, Radial          
& CNC 
 
●Sheet Metal Machinery 
 
●Woodworking 
Machinery 
 
 

 
Appraisal Service 

 
 

“WE PURCHASE 
ONE MACHINE OR 
ENTIRE PLANT” 

 
 
 

Serving Industry 
Since 1934 

 
 
 
 
 
 
 
 

 

 
 

 
CINCINNATI BICKFORD RADIAL DRILL 
                  SUPER SERVICE,        Serial Number 5E-764 
                  Condition Column & Ways Excellent  
 
SPECIFICATIONS 
ARM LENGTH..........................................................................................  6’ 
COLUMN DIAMETER ..............................................................................  19” 
SPINDLE TAPER.....................................................................................  6 MT 
36- SPINDLE SPEEDS: 8, 9, 10, 12, 14, 17, 20, 23, 26, 30, 35, 
    40, 50, 60, 70, 75, 80, 85, 90, 100, 105, 120, 140, 160, 185, 
    215, 245, 280, 330, 370, 470, 555, 635, 740, 880, 1000 R.P.M. 
SPINDLE QUILL TRAVEL........................................................................  18½” 
18- SPINDLE FEEDS In thousandths & pipe threads. 
     4,  5,  6,  7,  9, 11, 13, 1 6,  20,  24, 30,  37F/ 27T, 
     50F/ 20T,  55F/ 18T,  71F/ 14T,  87F/ 11½T,  97, 124F/ 8T 
HEIGHT UNDER SPINDLE: 
     Spindle Quill U/Arm Up .......................................................................  78” 
BED: 5- T Slots 
     Size .....................................................................................................  52” x 95” 
L-BED SECTION: 5-T Slots 
     Size .....................................................................................................  52” x 45” 
EQUIPPED WITH: 
     Power Clamping: Head and Column, 
     Power Elevation Arm, Rapid Traverse, Coolant Pump, 
     1-Work Light 
MOTOR DRIVES: *Wired 440 volts, 3-phase* 
     Spindles ..............................................................................................  20 H.P. 220/440 volts 
     Coolant................................................................................................   ½ H.P. 220/440 volts 
     Clamping .............................................................................................   Hydraulically 
COMPLETE FACTORY SAFETY GUARDS 
Dimensions 60” F-B x 138” L-R x 129” Ht.   Approx. Weight 23,500 lbs. 
 
 
 
You may view this Vertical Mill at our location under power and view photo on our website: www.centurymachinery.com         

 
PLEASE EMAIL US YOUR REQUEST FOR A FORMAL QUOTATION WITH PRICE 

 AT   sales@centurymachinery.com 
Please use this inventory reference number D5700-10076 

http://www.centurymachinery.com/request form.htm 
 

You may view this machine at our location under power and view photo on our website: www.centurymachinery.com 
Respectfully submitted, 
CENTURY MACHINERY CO., INC. 

 


